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detarled general
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. : Weight Weight
Model Height Width ’
eig i Depth (Net) (Shipping)
, 200 56%" 347" 27" 374 Lbs. 458 Lbs,
i i . it
TS AL RN | 160 55%" 30%" 261" 330 Lbs. 401 Lbs.

ii Cabinet Lighting

Cabinet Finish

Record Capacity

200 Two 25=watt 33-inch
Cool white fluorescents

Silver Fox

100 Records-—— 200 Selections

160 Two 25-want 28-inch
s Cool white fluorescents

Sliced Walnut

80 Records— 160 Selections

Watts (Standby) —125 « Current (Standby) —1.6 Amp. « Watts
(Operating)— 260 « Current (Operating) —2.7 Amps. « Line
Voltage—117 » Line Frequency —60.

Record Speed—45 RPM

Remote Control—Using any number of S-3WA, D-3WA or
HD-3WA, whichever is applicable,

Selector— Instantaneous Electrical.

Selection Storage—Tormat Memory System, with no moving
parts.

Electronics—Highly accessible hinged rear door houses all elec-
tronic equipment.

Music Reproducing System—Wide Range High Fidelity.
"Selection Now Playing” Indicator—New full-view magnifier
type.

Cash Box Capacity— (with nickels, dimes and quarters) over
$200.00. 2

TITLE DISPLAY: Dual panel display provides complete flexibility
for dual pricing or single pricing.

SPEAKER SYSTEM: (Sclect-O-Matic 200) Full range, high
fidelity music. Special dividing network feeds low frequencies to
two 12-inch low frequency speakers, and middle and high-range
frequencies to two 8-inch wide-range speakers. The two 8-inch
speakers are enclosed in a separate acoustical chamber to reduce
intermodulation distortion and to provide wide angle coverage.
(Select-O-Matic 160) Two wide-range 12-inch speakers with
high frequency and reinforced by a high frequency 8-iuch speaker.

STANDARD CREDIT AND PRICING SYSTEMS

AUDIO SYSTEM

Pickup—Seeburg High Fidelity magnetic (5 grams stylus force) .
Pre-Amplifier—Transistorized (no tubes) .
Amplifier—Seeburg High Fidelity push-pull.

Tone Confrols—1 Bass Control (4 positions) .

Volume Control—Bass cumpensated.

Automatic Volume Compensator—Used on all Select-O-Matic
200’s and 160s.

Remote Speakers—Up to 24 watts output.

Audio Performance—40 CPS to 13 KC £5 DB. Rumble rejection
filter for frequencies below 40 CPS and an adjustable noise sup-
pression filter for reducing undesirable high frequency noise.
There are two tone controls, one for the bass and the other for
simultaneously equalizing and controlling the high frequency
range, making it possible to obtain an acoustically llat output
from records made to new recording standards (AES, NARTB,
New Orthophonic) . S

SELECTION SYSTEM: All selections made from eithemthe phono-
graph or from a Wall-O-Matic at a remote point are stored in the
“*Tormat Memory Unit,” which has no moving parts. The new
Sceburg Electronics door has built into it a power supply unit
which provides for up to six Wall-O-Matics without an additional
power supply. Additional power supplies (Type PS6-1Z) may be
added as required to accommodate almost any number of Wall-
O-Matics.

MODEL CREDIT SYSTEM COINS PRIGING
Singles EP’s
201DH Dval Pricing Nickels 10c 15¢
161DH Dimes 3/quarter 2/Quarter
HD-3WA WOM Quarters 7 /Half 4/Half .
*D-aWA Half Dollars (+ one single)
201D Dual Pricing Nickels 10c 15¢
161D Dimes 3/Quarter 2/Quarter
*D-3WA WOM - Quarters
201SH Single Pricing Nickels 10¢
1615H Dimes 3/Quarter —
(HD-3WA or D-3WA WOM Quarters . 7/Half
may be used) Half Dollars
2018 Single Pricing Nickels 10c
1615 Dimes 3/Quarter -
S-3WA (or D-IWA WOM Quarters
may be used)

*These models will not accept half dollars.
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geneml SRECIFICRTIONS

Select-O-Matwe 200 RC Specral

Height—287% inches « Width—36 inches » Depth—25V% inches
+ Weight (Net) —235 Lbs. (Approx.) « Weight (Shipping) —
285 Lbs. (Approx.) » Volts—117 « Cycles—60 « Watts (Standby)
—225 without Wall-O-Matics.
Cabinet Finish—Multicolor.
Monitor Speaker—5 inch P.M.
Bass Compensated Remote Volume Control— (with 60 feet
of cable) supplied as standard equipment.

The general specifications for the Seeburg Electronic door are
essentially the same as for the Select-O-Matic 200 Phonographs.

general

SELECTION SYSTEM: The selections are stored in the Tormat
Memory Unit which has no moving parts. The Seeburg Electronic
door has built into it a power supply unit which provides for the
use of up to six Wall-O-Matics, Types V-3WA, D-3WA or S-3WA.
An additional power supply, Type PS6-1Z, is supplied as standard
equipment. This provides power for an additional 6 Wall-O-Matics,
Thus, a total of 12 Wall-O-Matics may be used with the Seeburg
RC Special without any other additional equipment. Space is
provided for three additional power supplies, Type PS6-1Z.

Wall-O-Matic “200”

Model Height Width

HD-3WA 147" 124"
D-3WA 147%6" 12%4"
S-3WA 147" 12"

Chrome.

PRICING SYSTEM:
Dual Pricing System: Half dollars, quarters, dimes and nickels
will be accepted. Quarters, dimes and nickels are accumulative in
mixed denominations, and credits are stored up to $1.00 total.
[t is not required to make selections after depositing each coin,
except for half dollars, in which case selections must be made
after each half dollar deposited.
Single Pricing System: Accepts nickels, dimes and quarters.
Selections are made after each quarter, dime or two nickels.
PROGRAM SELECTOR: The program selector is divided into
five classifications in groups of two panels each (20 selections per
panel). The panel pages are easily accessible by means of levers
for viewing the entire program. Total number of selections avail-
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1500 North Dayton Street ¢ Chicago 22,

Watts —15 © Amps. (Standby) .45 —(Operating) 3.0 e Finish—Polished

Denth Weight Weight
sh (Net) (Shipping) L,: T2
8%" 37 Lbs. 41 Lbs. : E_.;_
7V 31l Lbs. | 35%Lbs. 2 o} 4
=
AL 1 - _{
7% 29% Lbs. | 33V Lbs. .“Dl”““ &
LM NP aR'siT ]y
123 46__577 8lso) £ A2

able—200. The numbers of selections can be changed to 160 by
locking two panel pages with bracket provided (Seeburg part
#506166).

ACCESSORIES:

Wall-O-Matics—Types S-3WA, D-3WA or HD-3WA.
Transistorized Microphone Preamplifier for remote operation
and paging, Type TMPA-1.

Master Remote Volume Control (bass compensated) —Type
MRVC3.

Wall-O-Matic Power Supply—Type PS6-1Z

Type CV High Fidelity Remote Speakers—for every appli-
cation.

C O R POR AT | ON
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SEEBURG

] SELECT-0-MATIC *“100"
MODEL 101

The Select-O-Matic **100°’, Model 101 is a
coin-operated phonograph using the Seeburg
Select-O-Matic Mechanism for selective playing
of either or both sides of fifty 45 r.p.m., 7-inch
records. Choice of any of the one hundred
selections may be made at the phonograph with
the Tormat Electrical Selector or by remote
control with 100 selection, 3-wire Wall-O-
Matics. A program holder using standard size
title strips displays the entire hundred selec-
tions and may be removed in sections of 20
titles.

The program title strips are back-lighted by
a 25-watt fluorescent lamp which also illu-
minates the mechanism, speaker grille and the
electrical selector escutcheons.

The lid glass through which the mechanism
may be seen is hinged and opens for changing
records and title strips. A Service Switch, a
Credit Switch, a Popularity Meter and a Selec-
tion Counter are accessible with the lid open.
The Service Switch and Credit Switch are
used to operate the mechanism when servicing
the phonograph. The Popularity Meter, which
is part of the mechanism, indicates the number
of times (up to 40) each record is played. The

Selection Couater, which is part of the Tormat
Electrical Selector, totals the number of selec-
tions made with the electrical selector and
with remote control Wall-O-Matics.

Coins are deposited in a single entry coin
chute and pass through a 5, 10, 25 cent slug
rejector to the coin switches. The coin switches
are connected for one play for a nickel, two
plays for a dime or six plays for a quarter. The
coins are stored in a canvas bag which has a
capacity of approximately one-hundred-fifty
dollars. The bag is removed through a small
door at the lower right side of the cabinet.

A Seeburg Magnetic Pickup with one-fifth
ounce stylus pressure assures long record
life and high quality reproduction unaffected by
temperature or humidity conditions. A 25-watt
high fidelity audio amplifier connects to three
permanent magnet type speakers. Two of these
are 12-inch low frequency speakers; one is an
8-inch high and middle range speaker. A terminal
strip is provided for connection of Coastaat
Voltage High Fidelity Type Remote Speakers.
The audio amplifier incorporates a traasistorized
preamplifier stage. An automatic volume com-
peansator provides uniform volume level and
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SELECT-O-MATIC 160 MODEL 161
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